SECURE CAP OF
BOTILE (1)
WITH TAPE (8)
AS SHOWN

WRAP BOTTLE (1)
WITH CUSHIONING (2)

PLACE CUSHIONED
INNER CONTAINER IN
5.6 QUART FRICTION
LID CAN (3)

ADD CUSHIONING (2)
AS NEEDED

TO MAKE A

TIGHT PACK

O-—— LOCKING RING (4)
@— FRICTION LID

D

POSITION CAN IN CENTER
OF BOX WITH SPACING

EQUAL, THEN FILL BOX TO
TOP WITH ABSORBENT (5)

ENLARGED
TOP VIEW

7

§

g FILL AND COMPRESS
TO 2-3/4" DEEP,
ALAYER OF ABSORBENT (5)
THEN CENTER CAN IN BOX

FOLD LINER AND
SECURE WITH TAPE (7)

- SECURE SEAMS AND

EDGES OF BOX WITH

L] 7STRIPS OF TAPE (7)
AS SHOWN

REINFORCE BOX
T GIRTHWISE AND

LENGTHWSE

WITH TAPE (8)

IS RECOMMENDED,

AS SHOWN, (OPTIONAL)

ITEM

DESCRIPTION

DLAO4F053

1-LITER, ROUND, PLASTIC BOTTLE WITH 28-410 NECK & SCREW-CAP, QTY. 1

BUBBLE WRAP, PPP-C-795, CLASS 1, 516"

5.6 QUART FRICTION PLUG (LID) ROUND, METAL CAN, QTY. 1

LOCKING RING -HAZLOC BRAND {(NO SUBSTITUTION), PN C-700

CELLULOSE FIBER ABSORBENT, OR VERMICULITE, A-A-52450

FIBERBOARD BOX, ASTM D5118, STYLE RSC, GRADE V3c, NSN: 8115-00-418-4853, 12X12X15IN.

2{NCH WIDE, PRESSURE-SENSITIVE TAPE, |IAW ASTM D 5486, TY Il, NSN: 7510-00-266-6715

14NCH WIDE, PRESSURE-SENSITIVE TAPE, FILAMENT-REINFORCED, |AW ASTM D5330, TY Il
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4 MIL POLYETHYLENE LINER




